Elcometer 1538 DIN Scratching Tool

The Elcometer 1538 has interchangeable
carbide cutters for the preparation of
specimens to be used for corrosion testing.
Supplied complete with a 0.5mm (0.02”) or
1mm (0.04”) cutter.

An adjustment device to ensure accurate setting of the
blade is available as an optional accessory.
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STANDARD:

DIN 53167, BS EN ISO 4628-8:2012,
DIN EN ISO 4628-8:2012

[Technical Specification

Part Number Description
K0001538M201 Elcometer 1538 DIN Scratching Tool with 1mm (0.04”) Cutter - CASS Test
K0001538M202 Elcometer 1538 DIN Scratching Tool with 0.5mm (0.02”) Cutter - Salt Spray Test
K0001538M004 Elcometer 1538 DIN Scratching Tool with 0.5mm (0.02”) Cutter - Renault Version
K0001538M005 Elcometer 1538 DIN Scratching Tool with 1mm (0.04”) Cutter - Renault Version
Weight 113g (40z)
Packing List Elcometer 1538 DIN Scratching Tool, hexagonal wrench, cutter & storage case
[ Accessories ]
KT001538N002 Spare 0.5mm (0.02”) Cutter KT001538N001  Spare 1mm (0.04”) Cutter
KT001538M103 Blade Adjustment Device
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